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Series of 5W, single-output switch power adapter, the type of plug: UL/VDE /BS/CCC/SAA/PSE

Function /

Using for Home Appliances / Communication / LED Lighting etc.

Electronic properties /

Input Voltage.
Input current.
Input Frequency.
Line regulation..
Load regulation.
Temperature.....
Storage temperatur:
Relative Humidity....
Meet Efficiency Level.

Output Characteristics

Input Voltage Output

90VAC~264VAC
0.3A Max
...ATHZ~63HZ
...1% Max

+5%

0~40C
...10c~85¢
10%~90%

Level Vor VI

raanl [[OutpFoirte
2.4Vdc~5.9Vdc | 0.1A~1.0A | 5.9W Max

| 6.0vVdc~9.9vdc | 0.1A=1.0A | 6.0W Max |
10.0Vdc~13.4Vdc | 0.1A~0.6A | 6.3W Max

[ 13.5Vdc~14.9Vdc | 0.1A~0.5A |6.75W Max |
15.0Vdc~19.9Vdc | 0.1A~0.4A | 6.0W Max
20.0Vdc~30.0Vdc | 0.1A~0.3A | 6.0W Max

--|IEC 61558,IEC60065,IEC60950,IEC60335,IEC61347-1,IEC61347-2-13
ETL1310/UL1310,ETLG006S,ETLE0SS50,ULE006S
EN61558-1/EN61558-2-16,EN60335-1, EN60950,EN60065,EN61347-1/EN61347-2-13
AS/NZS61558-2-16,AS/NZS60065,AS/NZS60950
GB4943.1-2011,GB17625.1-2012,GB9254-2008
J61558-1, J61558-2-16

---lEC61347-1/IEC61347-2-13

--EN55022/EN55024 EN55013,EN55014-1/EN55014-2, EN62493 EN61547 EN55015

Part 156B

--CISPR14,CISPA22,CISPA13
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[image: image2.jpg]7.5W GS/BS/UL/PSE/CCC/KC/SAA

Series of 7.5W, single-output switch power adapter, the type of plug: UL/VDE /BS/CCC/SAA/KC/PSE

Using for Home Appliances / Communication /

Electronic properties /

Input Voltage. 90VAC~264VAC
Input current. 0.3A Max
Input Frequency. 47HZ~63HZ

Load regulation.
Temperature...........
Storage temperature..
Relative Humidity....
Meet Efficiency Level.

..10¢~85¢
...10%~90%
...LevelVorVI

2.4Vdc~5.9Vdc 0.1A~1.5A | 7.5W Max
6.0Vdc~9.9Vdc | 0.1A~1.36A | 7.5W Max
10.0Vdc~14.9Vdc | 0.1A~0,82A | 7.5W Max
15.0Vdc~24.0Vdc | 0.1A~0.54A | 7.5W Max

(o O ——— IEC 60335-1,IEC60335-2-29,IEC60950,IEC61347-1/IEC61347-2-13,IEC600865,
IEC61558-1/IEC61558-2-16

EN60335-1/EN60335-2-29, EN60950,EN60065,EN61347 EN61558-1/EN61558-2-16
GB4943.1-2011,GB17625.1-2012,GB9254-2008,GB8898-2011,GB17625.1-2012,GB13837-2012
IEC61347-1/IEC61347-2-13

--AS/NZS60950
CISPA22
CE/EMC------- EN55014-1/EN55014-2 EN55022/EN55024
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Description /

Series of 8.2W. single-output switch power adapter. Appliances Charger

Using for Communication

Electronic properties /

Input Voltage.........ccceevveveenene 90VAC~264VAC
Input current.... 0.3A Max

Input Frequency. 47HZ~63HZ
Line regulation.. 1% Max

Load regulation. +5%
Temperature.. .0~40¢

Storage temperature 10c~85¢
Relative Humidity.... 10%~90%

Meet Efficiency Level. .Level V or VI

---IEC 60335-1 IEC60335-2-29

EN60335-1 EN60335-2-29 En62233

Output Characteristics /

input Voltage Output Current
2.4Vdc~5.9Vdc | 0.01A~1.5A | 8.25W Max
6.0Vdc-9.9Vdc |0.01A~1.36A| B.2W Max |
10.0Vdc~14.9Vdc [0.01A~0.82A | 8.2W Max

| 15.0Vdc~24.0Vdc [0.01A~0.54A| 8.2W Max |

Output Power
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9W ETL/GS/BS/UL/SAA

Dsscnpnon /

Series of 9W, single-output switch power adapter, the type of plug: UL/VDE/BS/CCC/SAA

Function /

Using for Home Appliances / Communication /

Eloctronic properties /

Input Voltage...
Input current..
Input Frequency.
Line regulation
Load regulation..
Temperature

.90VAC~264VAC

Storage tempretur 10c~85¢
Relative Humidity.. ..10%~90%
Meet Efficiency Level............. Level VorVI

-IEC 61558,
EN61558-1/EN61558-2-16,

--EN55014-1/EN55014-2
C-Tickes---- CISPR14

tput Characteristics /

0.1A~2.0A | 6.6W Max
| 3.4vdc-5.9Vdc | 0.1A~1.5A | 7.5W Max

2.4Vdc~3.3Vdc

6.0Vdc~8.9Vdce 0.1A~1.5A | 9.0W Max
| 9.0vdc~14.9vdc | 0.1A~1.0A ] 9.0W Max
| 15.0Vdc~23.9Vdc | 0.1A~0.6A | 9.0W Max |
[ 24.0vdc~30.0Vdc [0.1A~0. 375A] 9.0W Max
30.1Vdc~42.0Vdc | 0.1A~0.3A | 9.0W Max
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Series of 12W, single-output switch power adapter, the type of plug: UL/VDE/BS/SAA

Function /

Using for Home Appliances / Communication

Eloctronic properties /

Input Voltage
Input current
Input Frequency.
Line regulation

..90VAC~264VAC

Load regulation +5%
Temperature... 0~40¢
Storage temperature 10¢~85¢
Relative Humidity.. 10%~90%
Meet Efficiency Leve! ...LevelVor VI

Output Characteristics /

Input Voltage o t

2.4Vdc~5.9Vdc | 0.1A=2.1A | 10.5W Max

6.0Vdc~8.9Vdc | 0.1A~1.75A | 10.5W Max |
[78.0vdc-11.9vdc | 0.1A~1.40A | 12.6W Max |
12.0Vdc~14.9Vdc | 0.1A~1.12A | 13.5W Max
15.0Vdc-24.0Vdc | 0.1A~0.9A | 13.5W Max
24.1Vdc~30.0Vdc | 0.1A~0.56A | 13.5W Max

30.1Vdc~42.0Vdc | 0.1A~0.45A | 13.5W Max

-1EC 61558-1/EN61558-2-16,IEC60335-1
-ETL1310,
-EN61558-1/EN61558-2-16,EN60335-1
-AS/NZS61558-2-16
-EN55014-1/EN55014-2
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[image: image5.jpg]15W UL /GS/BS/CCC/CQC/SAA/PSE/

EAC/KC/BSMI/IRAM/NOM
Series of 15W, single-output switch power adapter, the type of plug: UL/VDE/BS/CCC/SAA/PSE

Using for Home Appliances / Communication / LED Lighting etc.

Output Characteristics /

Input Voltage.
Input current.
Input Frequency.
Line regulatio

90VAC~264VAC

0.5A Max Input Voltage Output Power
L ATHZ~63HZ 3.5Vdc~4.9Vdc 0A |14.7W Max

1% Max 5.0Vdc~7.5Vdc | 0.1A~3.0A |15.0W Max

Load regulation. +5% 7.6Vdc~8.9Vdc | 0.1A~1.97A | 15.0W Max
Temperature.. 0~40¢ 9.0Vdc~14.9Vdc | 0.1A~2.0A |18.0W Max
Storage temperature 10c~85¢ 15.0Vdc~24.0Vde | 0.1A~1.2A | 18.0W Max
Relative Humidity.... 10%~90%

Meet Efficiency Level. ...LevelVorVI

IEC 61558,1IEC60065,IEC60950,IEC60335,IEC61347-1/IEC61347-2-13

UL60065,UL60950

EN61558-1/EN61558-2-16,EN60335-1,EN60950,EN60065,EN61347
--AS/INZS61558-2-16,AS/NZS60065,AS/NZS60950
GB4943.1-2011,GB17625.1-2012,GB9254-2008,GB8898-2011,GB17625.1-2012,GB13837-2012
-GB4706.1-2005,GB4343.1-2009,GB4343.2-2009,
GB17625.1-2012,GB17625.2-2007,GB2099.1-2008

EAC/UKS----- IEC60950

IRAM-=-+=------|EC60950

KC/KCC K60950/K22

BSMI- CNS14408,CNS13438

ISC- IEC60950

NOM IECE0050

PSE-- J60335-1/J60355-2-29,455014-1/J55014-2,J60950,J55022/J55024

EN55022/EN55024 EN55013, EN55014-1/EN55014-2,EN55015
---Part 15B
--CISPR14,CISPA22,CISPA13

09

15W UL /GS/BS/CCC/CQC/SAA/PSE/
EAC/KC/BSMI/IRAM/NOM
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